High temperature durability of a bond-coatless plasma-sprayed thermal barrier coating system with laser textured Ni-based single crystal substrate by KROMER, Robin et al.
Science Arts & Métiers (SAM)
is an open access repository that collects the work of Arts et Métiers ParisTech
researchers and makes it freely available over the web where possible.
This is an author-deposited version published in: https://sam.ensam.eu
Handle ID: .http://hdl.handle.net/10985/14076
To cite this version :
Robin KROMER, Patrice PEYRE, Laurent BERTHE, Damien COURAPIED, Sophie COSTIL,
Jonathan CORMIER - High temperature durability of a bond-coatless plasma-sprayed thermal
barrier coating system with laser textured Ni-based single crystal substrate - Surface and
Coatings Technology - Vol. 337, p.168-176 - 2018
Any correspondence concerning this service should be sent to the repository
Administrator : archiveouverte@ensam.eu
High temperature durability of a bond-coatless plasma-sprayed thermal
barrier coating system with laser textured Ni-based single crystal substrate
R. Kromera,⁎, J. Cormierb, S. Costila, D. Courapiedc, L. Berthec, P. Peyrec
a ICB-LERMPS UMR 6303, Univ. Bourgogne Franche-Comté, UTBM, F-90010 Belfort, France
b Institut Pprime - Département de Physique et Mécanique des Matériaux UPR CNRS 3346, ISAE-ENSMA, Téléport 2, 1, avenue Clément ADER BP 40109 86961
CHASSENEUIL – FUTUROSCOPE, France
c Processes and Engineering in Mechanics and Materials Laboratory (PIMM), CNRS-ENSAM ParisTech, 151 Bd de l'hôpital, 75013 Paris, France
A R T I C L E I N F O
Keywords:
Laser texturing
Thermal barrier coating system
Oxidation
Mechanical adhesion
Creep
A B S T R A C T
Thermal barrier coating systems are usually build-up with bond coats to ensure a good adhesion of the ceramic
top coat and to protect the substrate against oxidation and corrosion. Such system is often subjected to complex
thermo-mechanical loading. Because of the very diﬀerent damage processes encountered during service op-
erations, a simpliﬁed system was investigated by removing the bond-coat. Recently adhesion bond strength was
enhanced using laser surface texturing of the substrate in thermal spraying processes. Atmospheric plasma spray
yttria-stabilized-zirconia thermal barrier coating system was deposited on the Ni-based AM1 single crystalline
superalloy without bond coat. Adhesion bond strength was already increased compared to conventional pro-
cessing method. Top coat durability was evaluated at high temperature and damage mechanisms were studied.
Isothermal and cyclic oxidation tests showed durability of 1000 h and 400 cycles at 1100 °C. The oxidation
mechanisms at the substrate/top coat interface changed due to fast solidiﬁcation during the laser texturing
process. Then, TBC system was studied under high temperature mechanical solicitation in tension creep. The
textured interfaces were not damaged after 1% creep strain while top-coat/substrate interfacial cracking was
observed for grit-blasted specimens. Moreover, no preferential crack development in the substrate was observed.
Patterns provided an enhanced adhesion by changing the stress distribution near the interface.
1. Introduction
Thermal barrier coatings (TBC) are widely used on nickel-based
superalloys substrates submitted to prolonged exposures to combustion
gases at high operating temperatures in order to increase gas turbine
eﬃciency and to limit hot corrosion and oxidation issues [1]. A typical
TBC system is consisted of three layers: a metallic substrate (generally,
a Ni-based superalloy), an alumina-forming metallic bond coat and a
ceramic top coat [2]. The bond coat has two main functions: protection
of the base material against oxidation and corrosion attack during high
temperature exposure and providing good adhesion of the ceramic top
coat [3]. The latter protects the base material from heat of the ﬂowing
combustion gases [4]. Nevertheless, premature failures due to several
mechanisms still limit the TBC systems durability [5]. Damage me-
chanisms in TBC systems under service conditions are complex and the
crack initiation and subsequent propagation, often related to the bond
coat strength and microstructure evolutions [6–8]. Macroscopic spal-
lation is triggered by maximum in-plane compressive stress and the
decrease in ceramic/metal interface bond strength due to aging eﬀects
[9]. Interfacial damage is a combination of microstructure evolution
and oxide growth. Both are thermally activated and the thermal stresses
may modify the interface roughness depending on top coat structure
and material. The main damaged mechanisms associated to oxidation
and roughness increase are called rumpling, and consists in local in-
terfacial delamination [10]. The elastic and plastic stored energy in the
TGO (Thermal Growth Oxide) and imperfections in its vicinity play a
signiﬁcant role in the durability of the full TBC system under cyclic
oxidation. In addition, any energy release rate of topcoat, for instance
interface defects, play also a major role. The failure occurs through a
sequence of crack nucleation, propagation and coalescence events
during thermo-mechanical loading applied during service operations in
gas turbines [11]. Under high applied stress conditions, a failure me-
chanism at substrate/bond coat interface may also be observed due to
large creep strains and fast creep deformation of the bond coat at high
temperatures above the ductile-brittle transition temperature (DBTT)
[12]. Since NiAl(Pt) type bond coats have generally poor creep re-
sistance, a TBC system without bond coat was investigated in the pre-
sent study. With such a “bond-coatless” TBC system, a mechanical
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anchoring was used to ensure a good adhesion of the top-coat to the
substrate and an alumina-forming superalloy was chosen. For this, a
substrate surface laser patterning was used [11]. As presented pre-
viously, the patterns increased the in-contact area and provided mixed-
mode failures to obtain cohesive failures locally [14]. Thus, the adhe-
sion bond strength of the thermal barrier coating was tripled with laser
surface patterning prior-treatment compared to a standard preparation
technique (i.e. grit blasting). In the present investigation, the durability
and failures mechanisms of this new thermal barrier coating system
without bond coat were investigated during isothermal and cyclic
oxidation experiments as well as during isothermal creep tests. Yttria-
zirconia top-coat was deposited on a single-crystal superalloy substrate
and this TBC system was investigated during high temperature oxida-
tion and creep conditions corresponding to possible high or inter-
mediate pressure turbine blade and vanes applications as well as high
pressure turbine shrouds. A speciﬁc attention will be paid to the role of
substrate laser texturing in the damage development.
2. Experimental procedure
2.1. Materials
As referred to useful TBC systems, the studied system is composed of
a plasma-sprayed YSZ top coat deposited on an AM1 single crystal su-
peralloy substrate. The AM1 is a ﬁrst generation nickel-based super-
alloy, whose composition is given in Table 1. Before machining the
specimens, single crystalline bars were solution treated at 1300 °C for
3 h followed by air cooling and aged at 1100 °C for 5 h followed by air
cooling and at 870 °C for 16 h followed by air cooling [15]. Buttons
were machined from single-crystalline bars with a diameter of 14 mm
and a thickness of 1.5 mm. The coated surfaces of these buttons were
closed to a (001) crystallographic plane. Creep specimens were also
machined from 20 mm AM1 bars. These specimens were machined with
the stress axis close to a [001] crystallographic orientation (devia-
tion < 5°). Creep specimens had a gage length of 14 mm and a dia-
meter of 4 mm.
Before thermal spraying, theses specimens were treated by con-
ventional and laser processes. First, grit-blasted surfaces (GB) were used
to create a controlled roughness with abrasive-granules (Ra = 3 μm) as
a reference. Second, laser surface texturing (LST) was carried out with a
pulsed ﬁber laser (Laseo, Ylia M20, Quantel France). The laser operates
at a nominal wavelength of 1.06 μm with a pulse duration of 100 ns, a
maximum power of 20 W and variable frequency between 20 and
100 kHz. The laser beam is circular (diameter of 60 μm at the focal
point) with a Gaussian energy distribution. Laser patterning consists of
series of equidistant lines covered with holes. Several shapes can be
deﬁned depending on the X-Y scanners and the number of pulses used.
So, the textured substrate has an adhesion area depending on the shape,
height, orientation, distribution and density of holes. Optimal pattern
dimensions were chosen depending on the spray process (powder size
and material viscosity) [16]. The density of holes has been chosen to be
100 patterns·cm−2 to have optimal adhesion strengths [17]. Two hole
patterns (deﬁned as S{D}) were formed with an outer diameter {D} of
60 and 80 μm and a depth of 40 μm for each pattern. So, three substrate
topographies were created: GB, S60 and S80 (Fig. 1). The in-contact
area ratio (which represents the ratio in contact between the coating
and the substrate per surface unit) were evaluated to 1.8, 2.7 and 3.1 as
presented [16].
Then, coatings were deposited using atmospheric plasma spraying
with F4 torch (Oerlikon-Metco - Neuwiesenstrasse 158401 Winterthur
Switzerland) and standard parameters optimized for the TBC material
(Table 2). To ensure repeatability the torch has been mounted on a XYZ
robot (ABB robot - Aﬀolternstrasse 44 CH-8050 Zurich Switzerland).
Samples were in rotational movement and the torch had a vertical
movement for homogeneous coating deposition. Specimens were cooled
down to room temperature by Air jet perpendicularly guided. YSZ
powder (91.3 wt% ZrO2, 7 wt% Y2O3 and 1.7 wt% HfO2 - Praxair - ZRO
236-1) was chosen as top coat. The particle size varied from 16 μm to
100 μm (d0.1–d0.9) with a 63 μm mean particle size. The coating
thickness was 300 μm. So, three conﬁgurations were evaluated (Fig. 1):
grit-blasted and two textured substrates.
2.2. Oxidation analysis
A continuous thermogravimetric system was used in the present
study for the purpose of quantiﬁcation and understanding of the oxi-
dation mechanisms [18]. The nature or rate-controlling oxide was
monitored (the occurrence of breakaway and changes of the nature of
the oxide and its thickness can be studied). The durability of our TBC
system without bond coat was studied under isothermal and cyclic
oxidation. The main objective was to analyze the impact of the sub-
strate morphological patterning on the time to TC spallation. A special
attention was paid to the nucleation of micro-cracking at the interface
near the TGO and TGO growth. A SETSYS Evolution Atmospheric
Thermo-Gravimetric Analysis (TGA) equipment (Setaram, Lyon,
France) was used for long term isothermal and cyclic analysis. A robust
and high performance graphite furnace oﬀers high heating and cooling
rates (up to 100 °C/min across the entire temperature range) in syn-
thetic air environment (20% O2 and 80% N2). In this TGA equipment, a
symmetrical and hang-down balances detected small mass changes over
long term thermal analysis with a precision of± 2 ng. The system was
used to measure mass uptake/loss under isothermal (1100 °C for 100 h)
and thermal cycling (100 cycles with 10 min at 100 °C and 1 h at
1100 °C) conditions. The heating and cooling rate used for the experi-
ments was ﬁxed to 90 °C/min. Three samples were investigated for each
thermal condition and surface preparation.
2.3. LASer Adhesion Test (LASAT)
LASAT is a laser adhesion test allowing the generation of high
tensile stresses in materials. In order to produce a laser-generated show-
wave through a target, a high power laser irradiation is required. When
it is focused on a target, the laser-matter interaction leads to an intense
plasma formation [19]. As a response, a shock-wave is generated
through the target. Its characteristics depend on several parameters
(pulse shape, duration, and energy). A water conﬁnement has been used
to constrain the plasma expansion [20]. When the shock-waves inter-
sect interface or free surface, it is reﬂected as a release wave. At the
same time, a release-wave also propagates in the sample. A tensile stress
can hence be generated locally close to a given interface. If tensile
stresses near the interface are high enough than the debonding
threshold of the interface, it generates a spallation of the coating and
thus generates distinctive velocity signals of the back-face detected by
VISAR (Velocity Interferometer System for Any Reﬂector) measure-
ments [21]. The debonding threshold measurements only work under
those speciﬁc conditions (Fig. 2). The maximum local stresses indeed
need to be located near the interface of the coated system. The laser
source used to perform shock-wave experiments was the HEPHAISTOS
laser facility (PIMM laboratory, ParisTech, France). The laser has a
impulsion time of 7.1 ns with a wavelength at 532 nm (Nd:YAG GAIA-
class laser, Thales Laser, France). The beam spatial energy distribution
is a “top-hat” and the pulse shape has a near Gaussian distribution. The
VISAR device allows measurements of the back-face velocity and per-
mits the identiﬁcation of damage development. Three samples were
Table 1
AM1 composition (wt%).
Ni Co Cr Mo W Ta Al Ti C Fe
Min Bal. 6 7 1.8 5 7.5 5.1 1 – –
Max Bal. 7 8 2.2 6 8.5 5.5 1.4 0.01 0.2
evaluated for each thermal condition and surface preparation.
The same conditions were used, namely same laser spot and same
coating/substrate conﬁgurations. Step-by-step, the laser energy has
been increased up to reaching delamination after diﬀerent oxidation-
time TBC systems. A limit can be determined when the energy is suf-
ﬁcient for a delamination. It described the threshold of interface de-
bonding. Three tests under and above the speciﬁc values for each
specimen were performed to increase the reliability of measurements.
This test could be performed on small samples used for oxidation tests
and enable a local maximum tensile stress evaluations. The defects at
the interface are strongly highlighted by the dynamic adhesion tests
compared to conventional pull-oﬀ tests.
2.4. Creep tests
Additional tensile creep tests were performed to investigate the
mechanical loading and/or temperature history promoting oxide
growing of the speciﬁc TBC system [22–23]. Besides, the new TBC
system needs to be characterized under such thermo-mechanical con-
ditions since several sections of turbine blades are likely to undergo
viscoplastic deformation in non-suﬃciently cooled sections. Creep tests
were performed using a speciﬁc set-up developed at Institut Pprime
(France). They were performed under constant load. Heating was en-
sured by a radiant furnace and displacements were measured using a
contact less extensometer directly measuring the displacement of ﬂags
attached to the gage part of the specimens. The temperature hetero-
geneity along the gage length was< 5° as demonstrated in previous
publication [24]. Creep tests were performed with 120 and 140 MPa
initial applied stress at 1100 °C. Tests duration ranged between few up
to hundreds of hours to achieve a creep deformation closed to 1% were
ﬁxed. A creep strain generally corresponding to the very beginning of
the tertiary creep stage of the AM1 Ni-based single crystal superalloy
under such creep conditions was determined.
2.5. Microscopic observations
Specimens were observed after thermal exposures and creep tests
using various scanning electron microscopes (SEM) (SEM JEOL 6400
and 7800F). EDX analyses (SEM 6100 + Quantax EDS 6/10, Bruker
and SEM 7800F + EDS-SDD, Jeol) were also used to detect oxides and
γ′ depleted layers near the top coat/substrate interface. Such char-
acterizations were performed after careful longitudinal sectioning of
the specimens and low temperature embedding in a conductive resin.
Mechanical polishing up to a mirror ﬁnish was performed for all types
of specimen. Several specimens were also etched using a solution made
of 2/3 HCl + 1/3 HNO3 (vol. fractions) at 4 °C to reveal the γ/γ′ mi-
crostructure of the substrate.
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Fig. 1. Laser surface texturing strategy – top view of and cross-sections for (a–d) grit-blasted, (b–e) S80 textured and (c–f) S60 textured surfaces.
Table 2
Thermal spray parameters for top coat.
Primary gas ﬂow rate [slpm] Ar 44
H2 13
Spray distance [mm] 120
Arc current [a] 630
Powder feeding rate [g/mm] 23
Carrier gas ﬂow [L/min] 3.4
Angle injection [°] 90
Fig. 2. Left - time/position diagram showing the shock wave propagation (red: com-
pression and blue: tension) in a thin coated system (white: substrate and brown: coating)
and the debonding of the interface; right - scheme of the corresponding velocity signal.
(For interpretation of the references to color in this ﬁgure legend, the reader is referred to
the web version of this article.)
3. Results
3.1. Isothermal and cyclic oxidation
Isothermal oxidation at 1100 °C for 5 h up to 100 h and thermal
cycling oxidation from 5 up to 100 cycles at 1100 °C for 1 h were per-
formed for grit blasted (GB) and laser treated (S80 and S60) specimens.
The relative mass change for isothermal and thermal cycling oxidation
up to 100 h was plotted in Fig. 3 (continuous and dotted-lines respec-
tively). Each single specimen's measurement is calculated per surface
unit using image analysis to calculate the area exposed to oxidation. In
this way, the additional area due to the presence of holes for textured
specimens was taken into account knowing their morphology and the
density.
First, a mass gain is observed for each specimen under both iso-
thermal and thermal cycling conditions. Diﬀerent evolutions of the
relative mass change are observed, both during the ﬁrst hours of oxi-
dation and after 60 h. Moreover, the application of a thermal cycling
favors the oxidation of all the specimens by micro-cracks formation,
especially for short oxidation durations (below 20 h). The impact of the
thermal cycling on the relative mass uptake is in good agreement with
Poquillon et al. for two NiAl single crystals [25]. Then, it is also noticed
that the oxidation kinetics are dependent on the surface preparation.
Grit-blasted specimens present a faster oxide growth than laser treated
ones for the ﬁrst hours of oxidation. After about 30 h of oxidation, laser
treated specimen always exhibit a higher mass uptake compared to grit
blasted ones. The relative mass changes were low after 100 h or
100 cycles. It is supposed that a protective layer was grown.
Under high temperature (T > 1000 °C), it was found that the oxide
ﬁlm on AM1 superalloy consists of two layers (Fig. 4), i.e., an inner
layer from the side of the metal substrate, which is composed of or-
iented grains of α-Al2O3, and an outer layer, which comprises oriented
grains of NiAl2O4 spinel [26]. It is also observed that the oxidation of
the substrate resulted in a γ′-depleted layer (i.e. without any γ′ parti-
cles) as usually observed in the literature [27]. The two layers of the
oxide scale are separated by discrete inclusions of tantalum and tita-
nium oxides (bright spots in the backscattered electron image). So,
multi-layer oxides were observed and the transition in oxidation be-
havior can be deduced with the alumina phase changes. However, the
alpha alumina can be deﬁned has a protective layer after 50 h. Such
multi-layered oxides were observed for the diﬀerent specimens
(Fig. 4a).
For grit-blasted samples, the plastic deformation induced by the
abrasion process changed the oxide growth. Al2O3 oxide was the main
TGO. The spinels and inclusions were not clearly deﬁned. Moreover,
cracked oxides were noticed for GB after 100 h (see Fig. 4b). It might be
the consequences of mixed spallation: cracks propagated through TBC/
TGO or TGO/substrate interface. The misﬁt leads to compressive
stresses and the curvature gives diﬀerent stresses components. APS TBC
has a lamellar structure which is not adapted to support perpendicular
stresses (i.e. thermal misﬁt strains between substrate and TBC). For
textured substrates, laser treatments promoted a multi-layered oxide
scale similar to the polished substrate (Fig. 4c). Besides, the inclusions
were well deﬁned between the inner and outer layers.
3.2. Time to spallation of the top-coat under high temperature oxidation
Fig. 5 shows the evolution of the adhesion strength determined by
the LASAT test for grit-blasted and laser textured specimens, both after
isothermal and cyclic oxidation tests. Four samples were evaluated for
each condition.
First the laser adhesion test allowed evaluating the interface topo-
graphy eﬀect on adhesion [28]. It was conﬁrmed by the authors that the
laser surface texturing enhanced the adhesion bond strength by mixed-
mode failures under quasi-static and dynamic stresses [17]. Then, after
high temperature exposure, the adhesion threshold changed. For iso-
thermal oxidation, an optimal value after 100 h was noticed, meaning
that a high interfacial toughness is obtained after such an exposure
time, as already observed previously by Vaunois [30]. The physico-
chemical compatibility was optimal between YSZ/TGO after 100 h,
corresponding to a TGO scale mainly composed of dense and con-
tinuous α-Al2O3. It is suspected to be linked to a higher substrate/oxide
interfacial toughness associated to the formation of a continuous and
dense inner α-Al2O3 oxide layer in the TGO. The improvement was
higher for S80 due to larger in-contact area. Moreover, the adhesion
strength decreased almost linearly after 100 h for isothermal exposure
whatever the specimen type. As observed Fig. 6, GB specimens spalled
(i.e. a zero adhesion threshold) after 350 h while S60 and S80 would
reach spontaneous spallation threshold for durations in the
1500–2000 hours range.
Finally, it was shown that the introduction of a thermal cycling
during oxidation tests leaded to a faster decrease of the TC adhesion. GB
specimens were observed to spall before 200 h (spallation after
170 cycles). Larger roughness (Ra = 5.3 and 8.2 μm) was investigated
to check this behavior. The spallation time was equal to 220 ± 30 and
280 ± 20 μm respectively. So, the morphological patterning had a
Fig. 3. Relative mass change as a function of time for isothermal and thermal cycling tests
– grit-blasted (GB) and laser textured (S80 and S60) samples – errors of 0.0002 mg·cm−2.
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Fig. 4. Cross-sections for polished (a), grit-blasted (b) and laser treated (c) samples after 100 h of isothermal oxidation at 1100 °C – from top to bottom: TC (light), spinel (grey), alumina
oxide (dark) and substrate (light).
strong impact on adhesion.
Even if laser treated specimens did not exhibit spallation of the TC
after 200 h of thermal cycling, it was observed a spectacular decrease of
the adhesion, hence highlighting the detrimental eﬀect of thermal cy-
cling. For these laser treated specimens, a TC spallation life between
400 and 500 cycles was expected (linear extrapolation from the trend
presented in Fig. 5). Thermal cycling tests up to such durations would
deserve to be performed to conﬁrm this estimation.
Vaunois [30] or Liu et al. [31] presented metallographic char-
acterizations of failure modes in plasma sprayed TBC systems evaluated
in isothermal oxidation at 1100 °C. It was found that the durability of
commercial quality TBC system is related to progress of degradation
modes of bond coat and top layer. During isothermal oxidation test, the
bond coat was oxidized to form of a dense alumina and a porous mixed
oxide layer between the YSZ top coat and a bond coat made of NiCo-
CrAlY alloy. At the moment of oxidation acceleration, the process of
crack initiation and propagation was observed mainly in the mixed
oxide layer near the YSZ. The observed crack propagation induced the
delamination and spallation of top coat after 500 h oxidation. In this
study, the lifespan was in the same range of our GB samples without
bond coat, even if the interface roughness was lower in our case com-
pared to these previous studies. So, laser surface texturing results can be
considered to increase the lifespan under the same conditions.
Microstructure observations along cross sections were performed
(see Figs. 6 and 7). Microstructures close to TC/substrate interface as
presented were observed in the as-deposited state (i.e. without any high
temperature oxidation), after 100 h of isothermal oxidation at 1100 °C
and after 100 cycles in cyclic oxidation. Grit-blasting created a speciﬁc
roughness by plastic deformation of the substrate and erosion me-
chanisms. The superalloy microstructure was hence highly deformed at
the extreme surface (Fig. 6a). The compressive stresses due to grit-
blasting aﬀected the microstructure during oxidation (both isothermal
and cyclic oxidation) and 4 aﬀected zones were distinguished: 1/ a γ′
depleted layer, 2/ a layer showing cellular recrystallization, 3/ a
transition zone and 4/ the substrate standard microstructure, whose γ′
particles have coarsened during thermal exposure (Fig. 6b). The areas
of cellular recrystallization were direct linked to the residual stresses
introduced during the grit-blasting and are suspected to aﬀect the TGO
growth mechanisms [32]. It was noticed interfacial porosity between
the TGO and the top coat promoting crack initiation areas (Fig. 6b).
Cracks were indeed observed following this interface during isothermal
tests. Besides, few parts of the coating stayed attach to the substrate
after thermal cycling tests (Fig. 6c). The diﬀerence of thermal expan-
sion coeﬃcients are known to create stresses during the solidiﬁcation,
leading to interfacial and intersplats cracks, as observed in Fig. 6c.
LST created patterns by vaporization and recoil pressure mechan-
isms [33]. A melted layer with ~1 μm thickness can be observed in the
bottom of the pattern in addition to resolidiﬁed matter on the edges
(Fig. 7a). No evidence of local recrystallization was noticed in the vi-
cinity of the keyholes created by the LST process. A continuous TGO
was observed after thermal exposure but no crack initiation was clearly
identiﬁed after isothermal oxidation tests. The edges were the areas
where the ﬁrst cracks started (arrow Fig. 7b). The maximum solicitation
area was supposed on the edges during TGO growth. Therefore, damage
development above the hole was observed during thermal cycling
treatments (dashed-arrow Fig. 7c). It was observed on the diﬀerent
specimens. A compressive stress state in the hole enabled deviations of
cracks in the coating [34] Thus, the time for TC spallation was limited
by the coating mechanical properties due to this failure mode. Indeed,
S80-textured specimens have a larger adhesion strength (see Fig. 6) due
to larger cohesive area in comparison to S60 (larger section diameter),
which supports this assumption.
3.3. Creep tests
A viscoplastic deformation at high temperature was introduced by
performing tension creep tests to investigate the development of da-
mage with the superposition of a load. It is recalled that creep tests
were purposely interrupted after reaching nearly a 1% creep strain. It
corresponds to the onset of tertiary creep. Also, we did not want to
investigate failed specimens in which the local increase in stress
triaxiality in the necking region of the specimen would aﬀect at the
coating cracking. The failure mechanisms of the TBC system involved
during both long (i.e. applied stress = 120 MPa) and short (i.e. applied
stress = 140 MPa) creep tests were investigated in the vicinity of the
TGO (i.e. top coat/TGO and TGO/substrate interfaces). The objective
was to deduce the major factor of TC spallation such as oxide growth or
creep deformation. Fig. 8 shows low (120 MPa) and high (140 MPa)
creep curves for grit-blasted and laser textured samples. Cross-sections
after creep tests are presented in Fig. 9.
Fig. 9a and b show that an entire top coat/TGO delamination was
obtained at the end of creep tests. On the contrary, patterns enabled the
coating/substrate contact integrity after the creep tests with no clear
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Fig. 5. Adhesion threshold for grit-blasted (GB) and laser textured (S60 and S80) speci-
mens for isothermal (Iso) and cycled thermal (Cycl) tests – three samples were evaluated
for each thermal condition and surface preparation.
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Fig. 6. Cross-sections of GB specimens in the as-processed state (a), after 100 h of isothermal oxidation (b) and 100 thermal cycles (c) at 1100 °C. Four zones:1/ γ′ depleted layer, 2/
cellular recrystallization, 3/ transition zone and 4/ standard microstructure – circles identiﬁed interface porosity and intersplats cracks.
proof of crack initiation in this interface (Fig. 9c and d). Laser surface
texturing hence allowed a suﬃcient anchoring compared to grit-
blasting.
The creep behavior is observed to be very similar between GB (1%
creep strain in 525 h) and S80 (1% creep strain in 650 h) specimens for
a 120 MPa applied stress. However, with a 140 MPa applied stress, it is
observed a pronounced decrease of the time to reach 1% creep strain for
the grit-blasted specimen in comparison to the laser-textured one. The
earlier onset of tertiary creep for grit-blasted specimens might be ex-
plained by the grit-blasting consequences on the extreme surface mi-
crostructure of the substrate. It was observed in the present study (see
Fig. 10) surface recrystallization after creep tests using grit-blasted
specimens, due to surface compressive residual stresses present at the
beginning of the tests. No recrystallization has been noticed in laser-
textured specimen (only few zones on the plateau). Such a re-
crystallization mechanism has already been observed previously for
similar creep conditions and alloys [35]. The volume fraction of re-
crystallized zone under tensile loading has almost no bearing capacity
[36], and as a result, the actual stress acting on the unrecrystallized
substrate is larger, which is the main cause for the lower creep life of GB
specimen, especially for a 140 MPa applied stress. The recrystallized
zone was measured to be equal to 24 ± 4 μm for creep tests performed
at 120 MPa and 36 ± 7 μm under 140 MPa creep conditions. Taking
into account this recrystallized layer, the applied stress was estimated
to be 125 MPa instead of 120 MPa and 147 MPa instead of 140 MPa. It
is also worth mentioning that the patterns were taken into account in
the section computation as they decrease the net bearing capacity of the
substrate.
For the sake of comparison, Riallant et al. [37] have studied the
damage mechanisms of AM1/NiAlPt/EBPVD YSZ system under the
same creep conditions. Time for 1% of deformation was evaluated to
500 and 50 h for this TBC “standard” system under 120 and 140 MPa,
respectively. They observed YSZ/TGO delamination after 1% of creep
deformation. In addition, they noticed porosity at the bond coat/sub-
strate interface. So, for GB specimens, evidences of delamination were
30µm30µm30µma/ b/ c/
Fig. 7. Cross-sections of S80 specimens in the as processed state (a), after 100 h of isothermal oxidation (b) and 100 thermal cycles (c) at 1100 °C – circle: resolidiﬁed ejected material,
arrow: crack with isothermal oxidation, Dashed-arrow: crack with anisothermal oxidation.
Fig. 8. Creep behavior at 1100 °C/120 MPa (a) and 1100 °C/140 MPa (b).
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Fig. 9. Cross section observations after creep testing at
1100 °C/120 MPa of grit blasted (a) and laser textured
(S80) specimens (c) and after creep testing at 1100 °C/
140 MPa of grit blasted (b) and laser textured (S60) spe-
cimens (d).
observed at the interface of the oxide layer. But, for LST, no debonding
was observed, whatever the creep conditions (see Fig. 10b and d). Be-
sides the oxide layers were continuous along the patterns/coating in-
terface. The constant applied loading has only created few cracks on the
top coat extreme surface (not shown here). Finally, there were no
cracks running through the substrate from the patterns, due to the local
stress concentration within the substrate. Hence, this “bond-coatless”
system with laser surface texturing enabled a comparable (or even
better) durability under high-temperature oxidation and creep condi-
tions.
4. Discussion
It has been observed in the present study that laser surface texturing
seems to be a reliable process to increase the time to spallation of an
APS YZS top coat deposited on the AM1 Ni-based single crystal super-
alloy during isothermal and cyclic oxidation, but also in creep at
1100 °C. This new bond-coat-less TBC system could be considered as a
good candidate for high temperature turbine blade, vanes or shrouds
applications, especially if the substrate presents intrinsic good oxidation
and corrosion resistances.
To explain the possible origins of this improvement in time to
spallation compared to a standard grit-blasting process few arguments
can be highlighted. Post-processing TGA data (see Fig. 3) to extract the
mass gain rate as a function of time enabled a parabolic rate constant
evaluation of grit-blasted (GB) and laser textured (S80) specimens. The
variations of mass gain versus time can be ﬁtted to a parabola according
to Eq. (1) [38]:
= + +t A BΔm CΔm2 (1)
The kinetics parameters can be evaluated from the coeﬃcients A, B,
and C obtained from such a ﬁt. The most important feature is that the
second degree coeﬃcient C is always the reciprocal of the “true”
parabolic rate constant kp. The ﬁtting of the experimental data to a
complete parabola permits a correct evaluation of the kp value in-
dependently of the eﬀective oxidation mechanism and/or the occur-
rence of a transient oxidation regime. Fig. 11 shows the evolution over
time of the parabolic rate constant kp for grit-blasted and laser textured
samples under isothermal and thermal cycling oxidation tests.
As presented, a transition zone can be observed before 1.7 h sys-
tematically. The curves decreased fast. The diﬀerent regions were dis-
cussed. Raman spectroscopy analysis was used to evaluate the oxide
nature (Fig. 12). The transient oxidation mechanisms can then be
conﬁrmed from a θ-Al2O3 to α-Al2O3 phase. As observed by Huang and
Peng [39], based on the SEM and Raman analyses, when oxidation
starts θ-Al2O3 preferentially nucleates. Then, the θ-Al2O3 nuclei quickly
link together to form a continuous layer. Later on, the α-Al2O3 layer
grows out-ward under the control of aluminum cation diﬀusion and
inward under the control of oxygen anion diﬀusion. Thereafter, the α-
Al2O3 develops a continuous layer at the interface. Finally, the θ-Al2O3
to α-Al2O3 transformation occurs under high temperature. The oxide
volume contraction due to the phase changes can generate micro-
cracks, which are visible on the patched surface. The two speciﬁc sig-
natures were hence observed using Raman spectroscopy.
The ﬁrst stage showed larger oxidation kinetics for GB than LST
specimens. The surface plastic deformation induced faster oxide scale
growth and it might be induced by the elastic and plastic stored energy.
The concentration diﬀerences of speciﬁc element were not deduced
from EDX analysis. For the second phase, the stable parabolic rate
constant is not clear diﬀerent for the diﬀerent surface treatments.
Audigié [40] shows that kp was equal to 9.5.10−8 mg2·cm−4·s−1 for
polished AM1 superalloy at 1100 °C. In this case, kp value is lightly
bigger compared to Audigié et al. REF value which can be explained by
cracked oxides for GB or by spinels continuous growth for LST speci-
mens. Thus, a protective layer can be conﬁrmed with the kp stabiliza-
tion. Near interface, stresses were supposed due to micro-cracks for-
mation. It might be explained by the volume contraction and growth
a/ b/
20µm 20µm
Fig. 10. Cross-sections of (a) grit-blasted and (b) laser
textured (S80) after isothermal oxidation - recrystalliza-
tion highlight.
Fig. 11. Parabolic rate constant evolution for grit-blasted (GB) and laser textured (S80)
samples under isothermal and thermal cycling oxidation at 1100 °C - three samples were
evaluated for each thermal condition and surface preparation.
Fig. 12. Raman spectroscopy results compared to standard θ-Al2O3 to α-Al2O3 - drawing
of the oxide layer.
rate linked to the thermal tests. According to Fig. 11 where almost si-
milar oxidation kinetics for GB and LST specimens after 2 h of oxidation
were noticed, the diﬀerences in top coat adhesion between both type of
specimen as revealed by the LASAT testing procedure may only result
from the nature of the oxide scale, especially the one developed within
the ﬁrst hours of oxidation. Moreover, the cracked TGO as observed for
GB specimens in Fig. 5b may also decrease the time to spallation under
both isothermal and thermal cycling conditions.
This new textured TBC system enables a large durability by in-
creasing the mechanical anchoring mechanisms. The patterns seem to
change the distributions of crack propagation [41]. Ranjbar-Far et al.
[42] have developed a numerical modeling with the ﬁnite element code
ABAQUS considering a non-homogenous temperature model to study
the thermo-mechanical behavior of the thermal barrier coatings system.
Among many factors aﬀecting the durability and failure mechanisms of
thermal spray coatings during their service life, the residual stresses
resulting from the coating process and temperature gradient play an
important role. The interface topography aﬀects the residual stress
distribution near the interface. Low roughness amplitudes cause
straight transversal crack paths, whereas a high amplitude roughness
results in kinked crack paths (Fig. 13). Evans and Taylor [43] indeed
demonstrated that the presence of a large surface roughness leads to a
spatial variation in continuity strains which will result in out-of-plane
tensile stresses at the exposure temperature. The development of fast-
growing non-protective oxides due to aluminum depletion (chemical
failure) is developed at the tips of bond coat protuberances. It increases
with the roughness modiﬁcation in the cyclic thermal treatments. With
ﬂatter interfaces, delamination can proceed by growth of wedge cracks
which develop along the TGO/bond coat interface during cooling.
So, oxide micro-cracks might be deduced from a large oxide growth
rate after grit-blasting. For a rough interface, stresses in the top coat,
TGO and substrate result from thermal expansion mismatch and TGO
growth. So, damage can be accumulated near TGO-ceramic interface
due to coating structure and oxide micro-cracking. Critical-size crack
produces spallation due to large in-plane stresses. Therefore, for laser
patterned substrate, compressive stresses were generating in pattern
due to the concave shape during coating build-up. Oxides growth
caused an increasing tensile stresses in the pattern while pushing the
peak regions into compression. Cracks could be seen above peaks and
around patterns. They propagated above concave shape due to coating
lamellar structure. So, remelted material on the pattern edges could be
beneﬁcial and play a role of “snap fastener”. Fig. 14 summarizes the
damaging mechanisms of grit-blasted and laser textured surfaces as a
function of time. The failure mechanisms could be deduced as a
“buckling” mechanism for GB specimens. In addition, the fast TGO
growth enabled multi-crack location. On the contrary, the top coat in-
trinsic toughness (inter-lamellar defects and anisotropic structure) is
the life limiting factor for LST specimens. The crack propagated above
the patterns and the oxide growth was smoother in this case. The la-
mellar structure helps the buckling mechanisms.
Finally, the TGO thickness evolution has been plotted in Fig. 15 for
grit-blasted and laser treated specimens, for isothermal and thermal
cycling oxidation treatments. The TGO thicknesses after creep tests
have been superimposed in this plot. Parabolic curves are observed and
are logically linked to mass rate changes presented previously.
It is observed that creep specimens developed thicker TGO
compared to both their stress free oxidation specimens. This could be
due to the TGO in the meantime of creep elongation. Besides, for grit-
blasted samples, it can be deduced an oxide thickness limit for dela-
mination under isothermal oxidation. Then, with stress imposed to the
structure such as creep, stresses near the interface accelerated crack
initiation and propagation. So, for low applied stress creep tests, the
oxide thickness overcome the oxide thickness limit identiﬁed from pure
oxidation tests. The duration of thermal exposure can be deduced as the
main damaging mechanisms in this case. On the contrary, under
140 MPa, the oxide thickness was smaller. So, the mechanical applied
stress favored the buckling mechanisms.
Finally, for similar creep strains, grit-blasted and laser textured
samples have shown pronounced diﬀerences in terms of resistance to
interfacial crack initiation. The patterns increased adhesion strength
due to the complex interface morphology. Time to spallation was de-
duced to be equal to 1500 h under pure isothermal exposure, without
any applied stress (Fig. 6). Despite a larger oxide thickness during creep
Fig. 13. Crack propagation behavior in the TBCs and its dependence on the morphology
of the TGO layer and TC/BC interface [28].
Fig. 14. Stresses and crack propagation in the TBC after cooling for ﬂat and concave
shape combined creep and oxidation.
Fig. 15. TGO thickness evolution during isothermal and thermal cycling oxidation at
1100 °C for GB, S60 and S80. Data extracted after creep tests at 1100 °C have been added
in this plot - three samples were evaluated for each thermal condition and surface pre-
paration.
tests under both 120 and 140 initial applied stresses, the interface was
not damaged. The mechanical applied stress, under creeping tests,
normally should increase the damaging mechanisms. It is hence sus-
pected that the surface morphology changed the stress distribution near
the interface and it seems to be beneﬁc.
Future research will be dedicated to laser textured TBC systems with
and without bond coat using APS and EB-PVD deposition processes for
which failure mechanisms are diﬀerent. Laser surface treatment
strategy needs to be developed to enhance adhesion under thermo-
mechanical solicitations. Topography could be optimized depending on
the component (e.g. turbine blade) shapes, thermal gradients or mate-
rials.
5. Conclusions
The impact of the laser patterning on a bond-coat-less TBC coating
system has been investigated at 1100 °C, during isothermal and thermal
cycling oxidation, as well as during creep tests. According to this work,
the following main conclusions can be established:
• Laser texturing of the substrate surface improve the time to spalla-
tion during both isothermal and thermal cycling creep tests at
1100 °C compared to a standard grit-blasting process.
• The grit-blasting induces surface recrystallization of the substrate,
leading to an earlier onset of the tertiary creep stage.
• The improved time to spallation in creep and thermal cycling oxi-
dation after laser patterning of the substrate results from a change in
the top coat stress distribution, in addition to the growth of a dense
and continuous inner α-Al2O3 TGO.
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